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Environmental Protection Agency § 63.693 

a second condenser or other organic re-
covery device that is operated down-
stream of the primary condenser is 
considered a control device. 

[64 FR 38970, July 20, 1999] 

§ 63.691 Standards: Equipment leaks. 
(a) The provisions of this section 

apply to the control of air emissions 
from equipment leaks for which 
§ 63.683(d) references the use of this sec-
tion for such air emissions control. 

(b) The owner or operator shall con-
trol the HAP emitted from equipment 
leaks in accordance with the applicable 
provisions specified in either paragraph 
(b)(1) or (b)(2) of this section. 

(1) The owner or operator controls 
the HAP emitted from equipment leaks 
in accordance with § 61.242 through 
§ 61.247 in 40 CFR part 61, subpart V— 
National Emission Standards for 
Equipment Leaks; or 

(2) The owner or operator controls 
the HAP emitted from equipment leaks 
in accordance with § 63.162 through 
§ 63.182 in subpart H—National Emis-
sion Standards for Organic Hazardous 
Air Pollutants from Equipment Leaks. 

[64 FR 38970, July 20, 1999, as amended at 66 
FR 1266, Jan. 8, 2001] 

§ 63.692 [Reserved] 

§ 63.693 Standards: Closed-vent sys-
tems and control devices. 

(a) The provisions of this section 
apply to closed-vent systems and con-
trol devices used to control air emis-
sions for which another standard ref-
erences the use of this section for such 
air emission control. 

(b) For each closed-vent system and 
control device used to comply with this 
section, the owner or operator shall 
meet the following requirements: 

(1) The owner or operator must use a 
closed-vent system that meets the re-
quirements specified in paragraph (c) 
of this section. 

(2) The owner or operator must use a 
control device that meets the require-
ments specified in paragraphs (d) 
through (h) of this section as applica-
ble to the type and design of the con-
trol device selected by the owner or op-
erator to comply with the provisions of 
this section. 

(3) Whenever gases or vapors con-
taining HAP are vented through a 
closed-vent system connected to a con-
trol device used to comply with this 
section, the control device must be op-
erating except at those times listed in 
either paragraph (b)(3)(i) or (b)(3)(ii) of 
this section. 

(i) The control device may be by-
passed for the purpose of performing 
planned routine maintenance of the 
closed-vent system or control device in 
situations when the routine mainte-
nance cannot be performed during peri-
ods that the emission point vented to 
the control device is shutdown. On an 
annual basis, the total time that the 
closed-vent system or control device is 
bypassed to perform routine mainte-
nance shall not exceed 240 hours per 
each calendar year. 

(ii) The control device may be by-
passed for the purpose of correcting a 
malfunction of the closed-vent system 
or control device. The owner or oper-
ator shall perform the adjustments or 
repairs necessary to correct the mal-
function as soon as practicable after 
the malfunction is detected. 

(4) The owner or operator must in-
spect and monitor each closed-vent 
system in accordance with the require-
ments specified in either paragraph 
(b)(4)(i) or (b)(4)(ii) of this section. 

(i) The owner or operator inspects 
and monitors the closed-vent system in 
accordance with the requirements spec-
ified in § 63.695(c) of this subpart, and 
complies with the applicable record-
keeping requirements in § 63.696 of this 
subpart and the applicable reporting 
requirements in § 63.697 of this subpart. 

(ii) As an alternative to meeting the 
requirements specified in paragraph 
(b)(4)(i) of this section, the owner or 
operator may choose to inspect and 
monitor the closed-vent system in ac-
cordance with the requirements under 
40 CFR part 63, subpart H—National 
Emission Standards for Organic Haz-
ardous Air Pollutants for Equipment 
Leaks as specified in 40 CFR 63.172(f) 
through (h), and complies with the ap-
plicable recordkeeping requirements in 
40 CFR 63.181 and the applicable report-
ing requirements in 40 CFR 63.182. 
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